Caricare nuovo Firmware su Eltav5      
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Aprire il Programma Flash Development ToolKit 3.07 della Renasas


[image: image2.png]- A project 1= 2 collection of Files that is uses to creste = target 2pplicstion. This collection of files consists of the file=
58] Mirosoft Ofsce wiard 200) D Vinzo nd modify directly, such 25 source code files and rasourcas, and other files that Turbo C-= maintains to store pro

2o
€l Adobe Rescer 7.0 &) AutoLpaate User Gude =
8 vstosx s000

@ Forres
= o7 User G

Flash Development Tookt 3.07 >

EraLvs Scope % FOT Advanced setp T ——

SSDDrives FDT Kenel Buid Assistant

3, Nero Photosnap Viewer

== &

‘Adobe Reader 7.0 4 FLASH Development Tookt 1.5 B, customizable, UTFS editor that ol

@ tero shoutine o e e Exciy St fon
g clements. Az you design the i
sssstenzaremots FLaSH Development Tookit e Fle |4 oesens preparsion. vour Sranges MP: G Progranm RenesezD
Tpoeehic aractaristics, Turbo C-+ auto ganerd ot
5 ProtecTools Securty Mansger FLaSH Development Tookitermel Gude L sou can sxammine o acke i srssrenn,
Drubocs

Internet Explorer FLASH Development Toolt User Guide

Outook Express Uninstl LS Development Tkt 1.5

SrgRhized in the online Help and lists additional developer resources.

Risorse di rete Bluetooth

Vindows Live Messenger
< C++ Language Guide

The C== Language guide describas ths C-
Iangusss on the Wins2 platforms.

Viindows Media Player

language a5 it s used in Borland devalopment tools. This book descr

Viindows Messenger

Wiindows Movie Maker

Procedures
This saction provides how-to information for various areas of Turbo C:

Tutti programmi )

Softnaresss developmant.

tininge T\orowser

Alre Design

De0@ewosobnely

Nokia Card Phone 2.0




Crea un nuovo progetto:
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Ecco un esempio di progetto:
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Selezionare “Generic BOOT Device”:
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Selezionare la Porta Seriale Corretta:

[image: image6.png]1 Dby s
D oot ey
(] LD.mot

Devict Imaoe

23 TogetFes
5 ot
5 oataimet

[y oo

‘The FLASH Development Tooki supports connection trough
the stzndard PC Seral por and the USB port. Use ths pags to
select your desied commurications por. Al seffings may be
changed sfte the project s crested

Sectpot [

Select an nteriace type 0 comnect o the target device with
Nomalythis vil be "Direct Connection” or smply et blank.

SelectInterface:





Inserire sull’ Eltav5 il Jumper  JP8 “Prg” e poi premere il pulsante di Reset:
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Quindi procedere con il pulsante “ [Avanti ] “ 
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Frequenza di Clock := 10.00 Mhz; 

Select multiplier for the Main clock frequency (CKM)  := 4

Select multiplier for the Peripheral clock frequency (CKP)  := 4
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Report della avvenuta connessione con Eltav5:
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Bene ora inserire il File Firmware da trasferire :

Premere il tasto destro del Mouse sul progetto creato
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Trasferire con DownLoad il Firmware all Eltav5 :
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Al termine del Caricamento se tutto è andato bene si vedrà questo:
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Togliere il Jumper JP8 e ripremere il Pulsante di Reset sull’ Eltav5
Poi verificare nella DB115 del PLC al parametro 254 la corretta versione di Release caricata.
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