8903 PROFINET IO GSD Files

890 Firmware XML file Compatibility Reported Type
mode**
V3.9 onwards GSDML-V2.0-SSD-8903-PN-20130313.xml
(recommended) 1 ABCC-PRT
V3.9 onwards GSDML-V2.0-SSD-8903-PN-20120727.xml
(existing products) or 0 SSD8903-PN

GSDML-v2.0-SSD-8903-PN-20090701.xml

V3.3 onwards GSDML-V2.0-SSD-8903-PN-20120727.xml
V4.1 onwards or Not applicable SSD8903-PN
PROC V1.2 onwards | GSDML-V2.0-SSD-8903-PN-20090701.xml

** The Compatibility mode parameter is found in the DSE Ethernet block as shown below. In older
versions of the DSE Ethernet block the parameter will not be seen, in which case the mode will be 0.

EN (355487.004:Ethernet) X]
New. .. Inputs New... Outputs
Register Input Type Register Qutput Type
General
FTP mode Enabled -~
Admin mode Disabled
Password {numeric) 0
Web mode Enabled
Compatibility mode 1 w
Option Slot
Option Slat
o) [Ccons

The GSD file provides two Device Access Points. Use the Migration Device Access Point for IO
Controllers that do not support extended PROFINET diagnostics.



